
H EPA/ULPA  F i l t e r s  &  F i l t e r  M odu le s

F i l t e r  Modu l e s
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Conover NC, Corcoran CA, Crystal Lake IL, Riverdale NJ,
Washington NC, Laval Quebec, Concord Ontario

United States Tel: (866) 422-6345, Canada Tel: (800) 976-9382
www.camfilfarr.com

Slimline RSR

Advantages

Description: Fully welded ducted filter module for HEPA/ULPA filters. Available with bubble tight 
guillotine or radial bowtie damper.
Typical applications: Pharmaceutical and semiconductor manufacturing facilities, medical 
facilities and other clean process applications.
Efficiency: 95% at 0.3µ to 99.9995% at Most Penetrating Particle Size (MPPS).
Media: Microfine glass media, with continuous glass filament separators formed into a single 
mini-pleat filter pack.
Temperature: Maximum continuous operating temperature of 200º F (93º C).
Ratings: Tested in accordance with IEST Recommended Practice for Testing HEPA Filters; UL 
900.

See Product Sheet 3422 for more details.H
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• Lightweight, compact ducted 
filter module for clean 
processes or medical suites

• Low pressure drop saves 
energy and low life-cycle cost 
reduces disposal costs

Model Number Dimensions
(inches)

Collar
Diameter
(inches)

Shipping
Weight
(lbs)

For 1-½" T-Bar Ceiling

SL RSR, 23.62--23.62-10 23.62 x 23.62 x 5.37 10 34

SL RSR, 23.62-23.62-12 23.62 x 23.62 x 5.37 12 34

SL RSR, 23.62-35.62-10 23.62 x 35.62 x 5.37 10 40

SL RSR, 23.62-35.62-12 23.62 x 35.62 x 5.37 12 40

SL RSR, 23.62-41.62-10 23.62 x 41.62 x 5.37 10 46

SL RSR, 23.62-41.62-12 23.62 x 41.62 x 5.37 12 46

SL RSR, 23.62-47.62-10 23.62 x 47.62 x 5.37 10 50

SL RSR, 23.62-47.62-12 23.62 x 47.62 x 5.37 12 50

For 2" T-Bar Ceiling

SL RSR, 23.12-23.12-10 23.12 x 23.12 x 5.37 10 34

SL RSR, 23.12-23.12-12 23.12 x 23.12 x 5.37 12 34

SL RSR, 23.12-35.12-10 23.12 x 35.12 x 5.37 10 40

SL RSR, 23.12-35.12-12 23.12 x 35.12 x 5.37 12 40

SL RSR, 23.12-41.12-10 23.12 x 41.12 x 5.37 10 46

SL RSR, 23.12-41.12-12 23.12 x 41.12 x 5.37 12 46

SL RSR, 23.12-47.12-10 23.12 x 47.12 x 5.37 10 50

SL RSR, 23.12-47.12-12 23.12 x 47.12 x 5.37 12 50


